
ICF Block Construction: 
(Insulated Concrete Foam) 
block walls are energy ef-
fi cient, weather tight and 
structurally superior. 
The walls consist of two 
layers of 2 5/8" rigid foam 

with an 8" in-fi ll of concrete. Sitting on footing and 
frost wall.

Top of parapet wall has concrete caps. 
And all windows have concrete sills.

Sidewalks are all architectur-
ally colored and stamped with 
matching curbs and gutters.

Energy Effi cient 
Loewen windows with 
Low E insulated glass.

Attractive wainscot of 
stone veneer with cement 
cap.

Banded with aesthetically 
pleasing accent colors.

EFIS (Exterior Finish and Insulation Systems) 
offers durability and low maintenance.

40 Year- 3Tab shingles 
on hip roof. Truss and 
vaulted, offering the of-
fi ce a unique ceiling.  

*The four structures have a roof system consisting 
of pre-cast concrete roof panels, an overlay 
of tapered open cell foam insulation and fi nally 
covered with an EPDM membrane. The roof drain 
collection has been designed and installed to be 
I&I compliant.

*At the rear of each building there is a 12' x 14' overhead door with a 10' concrete apron for 
  easy loading and unloading of products and material. 

Landscaping includes lawn irrigation 
for water conservation




